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Installation requiremt 
The first condition for using ultrasonic flow meter is the pipe must be full of liquid. Bubbles in pipe 
will greatly influence the accuracy of the measurement. Please avoid the following installation 
position:

mounting point straight pipe length before upstream transducer straight pipe length after downstream transducer

90° bend

Tee

 Expanding pipe

Reducing pipe

Valve 

Pump
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Description: LRF-3000 Ultra flowmeter transmiter with TT01 clamp-on transducers ，OCT,Relay, RS485,
                  and 4-20mA output ,30ft cable.

Model Transmitter

LRF-3000 Ultra

Flow range：±0.09ft/s ~ ±39ft/s (±0.03m/s ~ ±12m/s)
Accuracy ：±1% of the measure value
Repeatability：0.2% of the measure value
Display：320*480   Color TFT screen display 
Power supply：DC10~36V/AC90~245V
Transmitter: Aluminum alloy, IP65
Output: OCT pulse output 0-10KHz, Relay output, 4-20mA 
Communication: RS232/RS485, Modbus Protocol. (M-BUS or HART optional)

Code

Code

Code

Code

XXX

Transducer

Temperature sensor

Memory

Transducer cable length

Output
1

TT01

030
050
080

PT1000

SD

XXX

2
OCT，Relay，RS232/RS485，4-20mA

Standard length 30ft (9m)

Signal cable length 49ft (15m)

Signal cable length 82ft (25m)
Max length to 1000ft (300m)

Clamp-on or Insertion type (selectable)

32G SD card module (selectable)

Clamp-on. Material:engineering plastics or SUS304. -40~+80℃ ,DN25~DN1200 pipes. 

OCT，Relay，RS232/RS485，4-20mA，RTD（Cold and heat function）

Ordering confirmation 

TT03

TT02H
TT02S

 Clamp-on. Material:aluminium alloy.  -40~+130℃ , DN25~DN1200 pipes.

Clamp-on. Material:aluminium alloy.  -40~+180℃ , DN25~DN1200 pipes.

 Clamp-on. Material:aluminium alloy.  0~+65℃ , DN15~DN40 pipes.

TT05 Insertion. Material:SUS304.  -40~+130℃ , DN80~DN1200 pipes.

TT02 Clamp-on. Material:aluminium alloy.  -40~+80℃ , DN25~DN1200 pipes.

TT03S Clamp-on. Material:aluminium alloy.  0~+115℃ , DN15~DN40 pipes.

G Piping. Material:CS or SUS304.  -40-130℃ ,  DN15-DN500 pipes.

Standard configuration:  LRF-3000 Ultra - 1 - TT01 - 030
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Available flow transducers and pictures（DN25-DN1200mm）

Clamp-on ：LRF-3000 Ultra - TT01
（Operating temperature：-40℃ ~ +80℃）

Clamp-on ：LRF-3000 Ultra - TT02
（Operating temperature：-40℃ ~ +80℃）

Clamp-on ：LRF-3000 Ultra - TT03
（Operating temperature：-40℃ ~ +130℃）

Clamp-on ：LRF-3000 Ultra - TT02H
（Operating temperature：-40℃ ~ +180℃）

Insertion-type：LRF-3000 Ultra - TT05
（Operating temperature：-40℃ ~ +130℃）

Pipe section：LRF-3000 Ultra - G
（Operating temperature：-40℃ ~ +130℃）

（engineering plastics or SUS304）
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Available flow transducers and pictures（DN15-DN40mm）

Clamp-on ：LRF-3000 Ultra - TT02S （Operating temperature： 0℃ ~ +65℃）

Clamp-on ：LRF-3000 Ultra - TT03S（Operating temperature： 0℃ ~ +115℃）

Available temp. transducers and pictures

Note: 
Other models of clamp-on transducers can also be equipped 
with double-rail mounting brackets as shown on the right .       →

Before installation After installation
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Longrun Industrial Instrument Co.,Ltd

24hours service:+86-186-5435-6933
Tel:+86-543-3382666
Fax:+86-543-3615999
E-mail:info@ultrasonicscn.com
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DHL International Express  Door - to - Door Delivery

— Your Package in Hand Within  4-7  Days!


